User Manual B R'CK-ETTE User Manual

GENERAL INFORMATION

The Brick-ette allows any wired Amiga mouse, joystick or trackball to be attached to the CDTV by
Commodore. The different configurations include: single joystick, dual joystick, single mouse and
joystick and mouse (or trackball).

INSTALLATION

Plug the round 4 pin "mini DIN' connector from the Brick-ette into the port on the back of the CDTV
marked '‘REMOTE'. The keying notch on the connector means it installs only one way into the port.

CONFIGURATIONS
SINGLE JOYSTICK = Plug the first joystick only into the port marked ‘Joystick'.

DUAL JOYSTICK = Plug the second joystick into the ‘Mouse Trackball' port and follow reset
instructions below. ‘

JOYSTICK AND MOUSE = Plug the joystick into the ‘Joystick' port and the mouse (or trackball) into
the 'Mouse Trackball' port.

To reset the Brick-ette

After plugging the second joystick into the port marked "Mouse Trackball' the Brick-ette must be
reset. The reset can be done two ways: WHILE holding the normal joystick's fire button in, unplug
the Brick-ette from the remote port on the rear of the CDTV and then re-insert the plug, or un-plug
(‘Power Off' button will not work) the CDTV itself from its power source, then back in. To return to
normal mode reset the Brick-ette in the same manner without holding the fire button.

SPECIAL MODES

The Brick-ette comes with several additional modes. To set and use the modes requires both a
joystick and a wired mouse.

Rapid Fire Mode

The Brick-ette comes with a ‘Rapid Fire' mode with 3 speeds. To set the 3 speeds hold the left and
right mouse buttons down and at the same time gove the joystick to choose the mode desired.
Move the joystick FORWARD = Rapid fire off, LEFT= fast, BACK = medium, RIGHT = slow. The
rapid fire mode on the joystick must be turned off to, use the rapid fire mode on the Brick-ette. They
cannot both be on at the same time.

Mouse Resolution

The mouse has 2 modes, 1 and 2 pixel moves. The Brick-ette defaults to the 2 pixel mode. To
change to 1 pixel, hold both mouse buttons down and push the fire button on the joystick. To reset
and retum to the 2 pixel mode, hold down both mouse buttons and push the joystick forward (same
as rapid fire off).
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