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Limited Warranty & Disclaimer

Applied Engineering warrants the Datalink 2000 against defects in material and workmanship for a period of 5
years from the date of original retail purchase. Applied Engineering also warrants that, under normal use, the
magnetic media on which the software is stored is free from defects in materials and workmanship for a period of
30 days from the date of original purchase. Any misuse, abuse, or non-AE authorized alteration, modification
and/or repair to the Applied Engineering product will void the warranty. This warranty will also be void if you use
the AE product for any other purpose than its intended use. If you discover a defect, Applied Engineering will, at
its option, repair or replace only the Applied Engineering product, provided you return the product during the
warranty period, transportation prepaid, to Applied Engineering.

This warranty applies to the original retail purchaser only. Therefore, please include a copy of the
original invoice or a small service charge may be applied. If the product is to be sent to Applied Engineering by
mail, the purchaser will insure the package or assume full responsibility for loss or damage during shipping. Prior
to returning the product for warranty consideration, call Applied Engineering Technical Support for a Return
Material Authorization (RMA) number and shipping instructions.

Even though Applied Engineering has tested the software and reviewed the documentation, Applied Engineering
makes no warranty or representation, either express or implied, with respect to the manual or the software; their
quality, performance, merchantability, or fitness for a particular purpose. As a result, the software and manual
are sold "as is,” and you, the purchaser, are assuming the entire risk as to their quality and performance.

In no event will Applied Engineering be liable for loss or damages of any kind caused either directly or indirectly
by the use or possession of its products, even if advised of the possibility of such damages. The Applied

i i itself, In particular, Applied Engineering shall have
no liability for any other equipment used in conjunction with Applied Engineering products nor for programs or
data stored in or used with Applied Engineering products, including the costs of recovering such equipment,
programs, or data.

The warranty and remedies set forth above are exclusive and in lieu of all others, oral or written, express or
implied. No Applied Engineering dealer, agent, or employee is authorized to make any modification, extension, or
addition to this warranty.

This manual and the software (computer programs) described herein are copyrighted by Applied Engineering with
all rights reserved. Under the copyright laws, this manual or the programs may not be copied, in whole or in part,
without the written consent of Applied Engineering, except in the normal use of the software or to make an
archival copy. This exception does not allow copies to be made for others, whether or not sold, but all of the
materials purchased (with all archive copies) may be sold, loaned, or given to another person. Under the law,
copying includes translating into another language or format. You may use this software on any computer owned
by you but extra copies cannot be made for this purpose.

Applied Engineering cannot guarantee that you will receive notice of revisions to the software, documentation, or
products described in this manual. Be sure to check with your dealer or Applied Engineering for information on
possible updates. However, Applied Engineering reserves the right to make any improvements to Applied
Engineering products without any responsibility toward upgrading previously released products.

Amiga is a registered trademark of Commodore-Amiga, Inc.

Commodore is a registered trademark of Commodore Electronics Limited.
BaudBandit is a registered trademark of Progressive Peripherals, Inc.
Applied Engineering is a registered trademark of Applied Engineering.
DataLink is a trademark of Applied Engineering.

©Copyright 1990, Applied Engineering 053190

Applied Engineering
P.O. Box 5100
Carrollton, Texas 75011
Sales: (214) 241-6060 « 9 AM - 11 PM (CST) 7 days
Technical Support: (214) 241-6087 » 9 AM - 12:30 & 1:35 - 5 PM (CST) Monday - Friday

(The Technical Support telephone lines cannot be accessed through the Sales department.)
Bulletin Board System: (214) 241-6084 - 24 hours, 7 days a week



FCC Regulations

The telephone company may need to know the following information about your
modem:

Qd  FCCLD. Number: EYWDATALINK2000.
1 The Manufacturer: Applied Engineering
O  And the Model: DataLink 2000

Federal Communications Commission Radio Frequency
Interference Statement

This equipment has been tested and was found to comply with the limits for a Class
B digital device, pursuant to Part 15 of the FCC Rules. These limits are designed to
provide reasonable protection against harmful interference in residential installations.
This equipment generates, uses, and can radiate radio frequency energy, and if not
installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that
interference will not occur in a particular installation.

If this equipment does cause interference to radio or television equipment reception,
which can be determined by turning the equipment off and on, the user is
encouraged to try to correct the interference by one or more of the following
measures:

d  Use a roof mounted antenna rather than rabbit ears or an antenna
mounted in the attic, using 75ohm coaxial cable as a downlead rather
than 300ohm twin lead type.

J  Reposition the receiver's antenna. Also make sure the antenna wires
are making good electrical contact.

d  Move the equipment away from the receiver.

J  Plug the equipment into an outlet on a circuit different from that from
which the receiver is powered.

[ If necessary, the user should consult the dealer or an experienced
radio/television technician for additional suggestions.

Caution: Only equipment certified to comply with Class B (computer
input/output devices, terminals, printers, etc.) should be attached to this
equipment, and must have shielded interface cables.

Finally, any changes or modifications to the equipment by the user not
expressly approved by the grantee or manufacturer could void the user’s
authority to operate such equipment.
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INTRODUCTION

DATALINK 2000 -- is an internal modem for Amiga 2000
and Amiga 3000 computers. Whoever you are and whatever
your modem experience level, you're in for a treat. The
DataLink 2000 is made by Applied Engineering, a company
that’s been making computer peripherals for more than nine
years. Applied Engineering backs the DataLink 2000 with a
five year warranty. Instructions in this manual will help you
connect your DataLink quickly. It also lists the modem’s AT
commands and registers and a description of their functions
! and default settings. Use the included reference card for a
quick description of the AT commands. You can place it in
the crack above the top row of keys on your keyboard for a
quick reminder of which commands do what.

OPTIONAL -- The MNP-5 option is a set of chips that
connects easily to the DataLink’s circuit board. MNP-5
(Microcom Networking Protocol) is an error correction/data
compression protocol used by many bulletin board systems
and services. It greatly increases the overall speed of
transmissions as well as ensuring error free transfer of data.
If a BBS or service you use has MNP available, you may want
to purchase DataLink’s MNP-5 option. Call Applied
Engineering Sales to order.

NOW -- turn the page and get started. You'll be online in no
time!

Any comments or suggestions regarding this manual or any
other AE manual, will be greatly appreciated both by AE and
by others who use our products. Please address any
comments or suggestions to:

| Applied Engineering
P.O. Box 5100
Carrollton, Texas 75011
Attention: Manager, Technical Publications

Infroduction i



Warning/
Disconnect the phone line from your
modem during electrical storms. Both
your DataLink and your computer can
sustain serious damage from a surge.
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CHAPTER ONE
Gefting Started

< Note: Throughout the manual, DataLink 2000 will often
be abbreviated as DL.

MNP Option

If you have the MNP option and it is not already installed,
install it now following the directions included with the MNP
chips.

The Phone Line/Call Waiting

DataLink requires a modular jack. If your phone is hard-
wired or if it has a four-pronged jack, see your phone
equipment dealer about adapting them to a modular jack.

< Note: Connecting a phone to DataLink is optional.
If you plan to spend a lot of time on-line, you may want to
consider getting a phone line devoted to modem use.

K2

< Important: Call Waiting is not a viable option since the
interrupt caused by an incoming call is likely to break
the modem's transmission. If you currently have Call
Waiting you can:

--  Cancel Call Waiting.

--  Ask your phone company if they provide a way for
you to switch Call Waiting on and off.

-- Add Call Forwarding and have your calls
transferred to another line while using the modem.
Possibly a friend or neighbor will be willing to take
your calls.

--  Use the modem late at night. Chances are, you won't

be interrupted. Besides, the long-distance rates are
usually cheaper.

Making The Connectfions

% Note: The pictures in this section show installation in an
Amiga 2000. Installation in the 3000 is very similar. The
main difference is that the 3000’s slots are vertical )
instead of horizontal.

Ch. 1 - Getting Started 1
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Remove 5 Screws ahd Cover

4) Touch the power supply case.
This removes any static electricity from your body.
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